
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DURAKUT 7821 
PREMIUM LONG LIFE SOLUBLE OIL 
TECHNICAL DATA SHEET 

 

BENEFITS 
 

 High performance- allows consolidation of lubricants, provides operation with long life, excellent 

pump life and oil rejection. 

 Extraordinary microbial control, providing increased sump life and reduction in disposal costs. 

 Excellent finish and tool life- up to 1-micron finish on cutting and grinding. Machines the hardest 
and softest aluminum with excellent surface finish and tool life.  

 High operator acceptance- non-fouling, low foaming, non-irritating.  

 Superior foam control. 

 Rejects tramp oil for easy skimming. 

 Designed to reduce carryout and plating; so you produce cleaner parts in a cleaner 
machining center. 

 

PRODUCT DESCRIPTION 
DuraKut 7821 is a high performance, soluble, metal 
removal fluid. DuraKut 7821 is formulate to prevent 
“Monday Morning Odor.” DuraKut 7821 provides 
outstanding sump life with a proprietary blend of 
bacteria, fungus, and mold fighting additives. With 
regular maintenance and concentration control, the 
product should last indefinitely. This product uses 
extreme pressure additives and special estes to provide 
excellent wetting and lubrication for all cutting 
operations.  Based on multifunctional technology, 
resulting in bio-stability, low foam, low odor, and highly 
enhanced lubricity.  

 

Application 
The typical dilution for DuraKut 7821 is 7.0%. 
Depending on the operation severity and workpiece 
composition, optimal concentration may vary. Always 
add coolant to water. 

 
Typical concentrations: 
Grinding (4-6%) 
Machining (5-10%) 
Tapping & Broaching (up to 15%). 

TYPICAL PROPERTIES 
 

Appearance (concentrate) Liquid, Amber 

Odor Mild, petroleum 

Specific Gravity (concentrate) 0.97 (± 0.01) 

pH (concentrate) 9.5 (± 0.2) 

Flash Point >212°F (COC) 

Effect of freeze-thaw cycle Stable 

RI Factor 1.0 

 
TOXICITY & HANDLING 

DURAKUT 7821 is safe to handle in its delivered form. 
Exercise care consistent with good industrial practices. 
Adhere to prevailing OSHA safety regulations, guidelines 
and/or procedures for this class of product. Refer to the 
DURAKUT 7821 Material Safety Data Sheet for additional 
information. SDS can be requested by email to 
CustomerService@Falconindustrialinc.com. 

 

 www.falconindustrialinc.com   |   800-831-5960   |   Falcon Industrial is an ISO 9001:2008 Certified Company 

mailto:CustomerService@Falconindustrialinc.com
mailto:CustomerService@Falconindustrialinc.com

